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7 SB9600/14200 Connect batteries

1. Lower Batteries and Shelf 2. Upper Batteries

PTO for SB7200 Connections

*Cable colours shown for
clarity. Actual colours vary.

*Cable colours shown for
clarity. Actual colours vary.

6 BMS & DC Schematic

SB7200 (3 Batteries) SB9600/SB14200 (4 Batteries)
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*Cable colours for clarity only. Actual cable colours vary.
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*Installer to supply suitable fasteners
(up to 7mm)
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AIR COOLED
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2 Know your product*
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Inverter LHS cover
Wi-Fi antenna
Aux. Isolator breakout
SD Card cover
Inverter Assembly

Inverter Top cover
Cable entry breakout
Status Panel
Inverter RHS Cover
Switchgear Cover

*SB9600/SB14200 shown. SB7200 is similar.
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# Part name

Switchgear
Battery enclosure (BE)
Cabinet Brace
BMS Shelf
BMS Module

Battery (3 4)or
Battery Shelf
BE adjustable feet
Lower Front cover
Middle Front Cover

Middle Front Cover
Middle Front Cover
Retainer Screws
Filter cover
Filter pad washable

Isolator cover
BE DC Isolator
Multiconnector
Connector dust cover
Reset switch (hidden)

EMS LED indicators
Battery System DC Isolator
Backup AC Isolator
Bypass Switch
Inverter AC Isolator

BMS-Inverter DC Ports
BMS-Battery DC Ports
BMS Console (not used)
BMS Power Switch
BMS Earth Terminal

BMS-Inverter comms port
BMS LINK comms port

Battery DC Power +VE
Battery DC Power -VE
Battery Link0 port
Battery Link1 port
Battery Status LED

# Part name
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47

Owner:

Address:

Email:

Serial #:

1 Collect information

Backup circuit inclusions:

Wi-Fi name:

Wi-Fi password:

Mobile:

Installation details

System configuration

Export Power Limit:

S Installationmart Battery QUICK START
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8 SB7200 Connect batteries
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9 Install BMS module

For clarity, Upper Cabinet Brace is not shown.
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10 Connect BMS module
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Test BMS-to-Enclosure
Earth Continuity

11 Assemble cables

Optional Ethernet Cable Gland:
Amphenol RCP-00BMMS-SLM7001
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12 Install inverter module

Inverter Side Retainer
alignment

Multi-connector
Inverter Side

Retainer

Compression
Seal

EMS

BATTERY

SYSTEM GRID

NETWORK

13 Complete install
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14 Complete AC & Comms connections
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15 Install SM3000
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16a SM3000 AC-Coupled configuration
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16b SM3000 Standalone configuration
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17 Start the Smart Battery

POWER
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18 Configure using RedbackINSTALL

EMS GRID

BATTERY NETWORK

SYSTEM SOLAR
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SYSTEM

POWER
HEARTBEAT
INVERTER
BATTERY
NETWORK
BLUETOOTH

GRID
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RedbackINSTALL

Wait for the EMS icon and Bluetooth LED To begin
flashing. Use  RedbackINSTALL to connect
Using Bluetooth.

Follow the prompts to Onboard the
inverter and configure settings.
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